
BD 5EN
PROIETTORE DI SUONO BIDIREZIONALE

DESCRIZIONE

BD 5EN è un proiettore di suono bidirezionale 
adatto per tutte quelle installazioni in cui sono 
richiesti sia elevata
intelligibilità nella diffusione dei messaggi di 
allarme, sia elevata qualità nella riproduzione 
del suono. Grazie al suo grado di protezione 
IP65, può essere installato sia all’interno sia 
all’esterno. Inoltre, il design moderno e 
accattivante lo rende un prodotto ideale per 
ambienti in cui i diffusori sono intesi anche 
come elementi architettonici e contribuiscono 
a migliorare l’estetica globale.

CARATTERISTICHE

• Due altoparlanti fullrange da 5".
• Potenza selezionabile (100 V): 20 W – 10 W – 5 W – 2.5 W.
• 86 dB di sensibilità.
• Colore bianco RAL 9016.
• Corpo in ABS antifiamma, griglia in metallo.
• Connettore ceramico per ingresso e uscita.
• Fusibile termico di protezione.
• Grado di protezione IP65.
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SPECIFICHE TECNICHE

Specifiche acustiche Risposta in frequenza (-10dB): 150 Hz ÷ 18000 Hz

Max SPL @ 1m: 99 dB

Max SPL @ 4m: 87 dB

Angolo di copertura: 210°

Sensibilità del sistema: 86 dB

Sensibilità del sistema 1W @ 4 m: 74 dB

Sezione di potenza Amplificazione: Full Range

Potenza: 20 W

Potenza di picco: 80 W PEAK

Protezioni: Thermal fuse

Amplificatori raccomandati: DMA 504, DMA 162, DMA 162P, DXT 3000, 
DXT 4000, DXT 7000

Trasduttori Fullrange: 2 x 5.0''

Sezione Input/Output Connettori in ingresso: Ceramic screw terminals

Connessioni di uscita: Ceramic screw terminals

Trasformatore a Tensione Costante 100 V

Selettore di potenza 1: 20 W - 500 ohm

Selettore di potenza 2: 10 W - 1000 ohm

Selettore di potenza 3: 5 W - 2000 ohm

Selettore di potenza 4: 2.5 W - 4000 ohm

Conformità agli standard Grado di protezione IP: IP 65

Standard di sicurezza: CE compliant

Certificato EN54-24: Yes

Numero CPR: 0068-CPR-058/2014

Specifiche fisiche Hardware: Wall mount metal plate

Colore: White - RAL 9016

Dimensioni Altezza: 183 mm / 7.2 inches

Larghezza: 332 mm / 13.07 inches

Profondità: 176 mm / 6.93 inches

Peso: 3.59 kg / 7.91 lbs

Informazioni di spedizione Altezza imballaggio: 230 mm / 9.06 inches

Larghezza imballaggio: 400 mm / 15.75 inches

Profondità imballaggio: 380 mm / 14.96 inches

Peso imballaggio: 4.63 kg / 10.21 lbs
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CODICE

• 13133077

BD 5EN

EAN 8024530011130
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SCHEMATICS
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BD 5EN
BIDIRECTIONAL SOUND PROJECTOR

DESCRIPTION
BD 5EN is a 20 W weatherproof sound projector in compliance with EN 54-24 
regulations.
It is suitable for all those installations where high intelligibility for alarm 
messages broadcasting and great sound reproduction quality are required; 
moreover, thanks to its IP 65 protection grade, it can be installed both indoor 
and outdoor.
A modern and endearing design makes it the perfect product for 
environments where projectors are intended also as architectural elements 
and contribute to improve global aesthetics.

SPECIFICATIONS

Type: unidirectional sound projector
Transducers: 2 x 5”
Sensitivity (1 W, 1 m): 86 dB
Max. sound pressure (20 W, 1 m): 99 dB
Max. sound pressure (20 W, 4 m): 87 dB
Frequency response (–10 dB): 150 Hz ÷ 18 kHz
Horizontal coverage: 130° (in both directions)
Power taps (100 V): 20 – 10 – 5 – 2.5W
Input impedance: 500 Ω – 1 kΩ – 2 kΩ – 4 kΩ
Enclosure material: ABS
Use: indoor – outdoor
IP grade: IP 65
Dimensions (without bracket): Ø 180 mm, 340 mm
Colour: white
Net weight: 3.5 kg

MAIN FEATURES
•	 2 x 5’’ full range speakers for alarm voice messages broadcasting and 		
	 high quality background music
•	 ABS cabinet with steel mesh grille.
•	 It can be installed both indoors and outdoors (IP 65 protection grade).
•	 Equipped with transformer for 100 V (/ 70 V) constant voltage lines.
•	 Internal power setting.
•	 Ceramic screw terminal for connection.
•	 Internal thermal fuse.
•	 Color: white.

MAIN APPLICATIONS    
•	 Voice evacuation system
•	 Schools
•	 Shopping malls
•	 Hospital
•	 Museums
•	 Hotels
•	 Office building
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PART NUMBERS
131.33.077

POWER SELECTION
Select the power rate by connecting only one of the four wires (coming
out from the transformer primary winding) to the central screw of the 
ceramic terminal strip:
-- 20 W, red wire
-- 10 W, blue wire
-- 5 W, yellow wire
-- 2.5 W, white wire

If connecting to a 70 V line, the power will be halved (red: 10 W, blue: 5 W,
yellow: 2.5 W, white: 1.25 W).
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2. Insert the connecting cable either (if used in wall) behind and through
the mounting plate or (if external) through a hole on its cover. 

3. After placing the ceramic terminal strip outside the mounting plate
(see the next manual section ‘Installation’), connect the positive wire 
of the 100 (/ 70 V) line to the loudspeaker + input.

4. Connect the negative wire of the 100 (/ 70 V) line to the loudspeaker
0 input.

5. Connect the earth wire to the
screw of the mountig plate and 
the loudspeaker green wire.
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INSTALLATION NOTES
The BD 5EN is designed for wall-mount installation, so ensure the wall has 
the necessary mechanical characteristics to support the loudspeaker weight. 
Before installing the loudspeaker, carefully check all components to be used 
and make sure there is no damage, deformation, corrosion and/or missing or 
damaged parts that could reduce the safety of the installation.

CERTIFICATIONS AND APPROVALS
•	 EN 54-24:2008 compliant.
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DIMENSIONS (All data are in mm)
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ACCESSORI
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NOTE

NESSUNA SALVAGUARDIA è NECESSARIA nel caso di PERSONA AVVERTITA per tensioni AUDIO fino a 120V. Costituiscono avvertimento i simboli 
di attenzione riportati nei pressi dei morsetti di collegamento. Nel caso di tensioni AUDIO fino a 71V non è nemmeno necessario apporre il simbolo di 
attenzione.
Relativamente alla messa a terra degli involucri metallici dei diffusori equipaggiati con trasformatore di linea audio e utilizzati per la diffusione sonora 
con sistema di distribuzione tramite amplificatori a “tensione costante” che usano uscite a 70,7V oppure 100V senza un riferimento a massa o a terra, 
a meno di particolari norme di impiantistica che lo richiedano, non si rende necessario il collegamento dell’involucro del diffusore che include 
altoparlante, trasformatore, filtri passivi vari etc., alla terra di protezione (rif.to EN 62368-1 item 4.3.2.2).

DATASHEET


